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TE Pro Series  
Sleek  
1TEC1SKSF8SIL 

Sleek

Channel

Installation View

Tape Capacity •  Utilizes one strip of LED tape.

Description • This ultra-thin channel with subtly curved edges discreetly installs under modern cabinets 
or shelves where there is no underside edge.

Ideal for:
• Modern, frameless cabinetry
• Entertainment centers

Dimensions

A La Carte 
To Build A Channel

With the TE Pro Series, 
you build your own 
channel system.

Tape Light Sold Separately.

+ +

 Channel Lens End Caps

Channels 8ft 1TEC1SKSF8SIL

Lenses 8ft 1TEL0018WHO  Flat White Opaque
1TEL0018CLR  Flat Clear
1TEL1518CLR  Narrow Beam Lens, Clear
1TEL3018CLR  Medium Beam Lens, Clear

End Caps  2 total 1TEE1SKSFSSIL  Metal with Wiring Hole

Mounting Mount using appropriate hardware for the installation (screws). 
(See illustration on next page).

Accessories –

Compatible with Kichler Standard Output (1.5W/ft) and High Output (3W/ft) LED Tape Light.
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EXPLODED VIEW

8T CONNECTOR ACCESSORIES 6T/4T
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Sleek
1TEC1SKSF8SIL Due to the size of the internal cavity of this channel, soldered connections are required.

 Tape Connector / Channel 

Compatibility
Compatible             Not Compatible

Compatible with appropriate 
corners fabricated with channel

COMPATIBILITY 
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TE Channels are compatible with Kichler® 8T, 6T and 4T Standard Output (1.5W/ft) and High Output (3W/ft) LED Tape 
Light. Below are compatible connectors.


