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FEATURES

• Edge-lit magic
• Ultra thin 1/2" thick edge-lit disc
• Edge-lit panel illuminates up & down
• Driver located inside canopy
• Universal driver (120V-220V-277V)
• Color Temp: 3000K
• CRI: 90
• Dimming: 100% - 10% ELV;   

                    100% - 5% 0-10V
• Rated Life: 44,000 hours
• Input:  120 - 277V

PRODUCT DESCRIPTION

A spectacular halo of direct and indirect light from an incredibly ultra 
thin 1/2" edge-lit form factor. Three sleek low-profile suspension 
cables provide power without the need for an additional power cord 
suspended from the canopy, lending to a simple and minimalistic 
design for any modern or contemporary home or business. Illusion is 
adjustable to lengths of 100" through a push-pin locking mechanism at 
the canopy.

SPECIFICATIONS

Construction: Aluminum and White Acrylic Diffuser

Light Source: High output LED.

Finish: Titanium (TT)

Standards: ETL & cETL damp location listed. Title 24 JA8-2016 Compliant.

ILLUSION – model: PD-317

dweLEDTM LED Pendant 

ORDER NUMBER

Watt Delivered Lumens Finish

PD-31727  27" 54W 3930
TT titanium

PD-31735  35" 85W 4366

Example: PD-31735-TT
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