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FEATURES

• Discrete cylinder with minimal mounting hardware
• Up & down light
• Light engine is factory sealed for maximum 

protection from the elements
• Can be mounted vertically or horizontally
• Solid aluminum construction
• Color Temp: 3000K
• CRI: 90
• Dimming: 100% - 10% ELV
• Rated Life: 72,000 hours
• Input: 120 - 277V
• 2.76" x 1.28" x 1.18" universal voltage driver (120V-220V-277V) installs 

within junction box

PRODUCT DESCRIPTION

Light projection tuned with precision, Caliber is a discrete cylinder 
with minimal mounting hardware. Available in a single or double light 
con� guration which can be mounted both vertically and horizontaly. 
The light engine is factory sealed for maximum protection against the 
harshest elements.

SPECIFICATIONS

Construction: Aluminum and White Di� user Lens

Light Source: High output LED.

Finish: Brushed Aluminum (AL), Black (BK), Bronze (BZ)

Standards: ETL & cETL wet location listed. IP 65. CEC Title 24 Compliant. 
ADA Compliant

CALIBER – model: WS-W366

dwelLEDTM LED Outdoor

ORDER NUMBER

Watt
LED
Lumens

Delivered
Lumens Finish

10"  WS-W36610 11W 735 485 AL
BZ
BK

Brushed Aluminum
Bronze
Black14" WS-W36614 21W 1500 1080

Example: WS-W36614-AL
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